
Technical Details
Banner + Exclusive

The images used in your layout should be embedded as 
High Resolution TIFF or EPS CMYK (300 dpi) in a PDF.

Colour spaces like Lab, RGB... are not supported.
Spot colours should be converted to CMYK before exporting to PDF/X. 

All fonts should be embedded in the PDF,  
printing fonts and screen fonts.

DELIVERYSPECIFICATIONS

BANNER FOR A
VERTICAL CARD

Finished format
H 422 mm x W 220 mm

Bleed
3 mm

Margins
left: 250 mm, right: 67 mm,
top: 57 mm, bottom: 13 mm

BANNER FOR A
HORIZONTAL CARD

Finished format
H 422 mm x W 220 mm

Bleed
3 mm

Margins
left: 228 mm, right: 44 mm,

top: 102 mm, bottom: 13 mm

ON WALL

ON FOOT

250 mm 228 mm

57 mm 102 mm
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TOP EXCLUSIVE

422 X 160 
5 mm bleed

TOP EXCLUSIVE

422 X 160 
5 mm bleed

TOP EXCLUSIVE
(placement cards)

422 X 792 
5 mm bleed

TOP EXCLUSIVE
(placement cards)

422 X 792 
5 mm bleed

BOTTOM EXCLUSIVE

422 X 545 
5 mm bleed

Via WeTransfer
wetransfer.com
(maximum filesize 2 Gb)

Via e-mail
pub@guidooh.be
(maximum filesize 7 Mb)


